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NOTES:

1. Barricades shall be Type I, I, or II for closures lasting
ane week or less and Type I for closures lasting longer than
ane week.

2. In addition +o placing the C19 (CA) "RAMP CLOSED AHEAD" and C30 (CA)
"RAMP CLOSED" signs, black on orange overlay plates with the
word "CLOSED" may be mounted, as directed by the Engineer,
on all guide signs that refer to the closed ramp. The letter
size on the overlay shall be the same as the guide sign.

3. Each advance C19 (CA) "RAMP CLOSED AHEAD" sign shall be equipped
with at least ‘rwo f\ags for daytime closure. Each flag shall
be at least 16" x 18" in size and shall be orange or fluorescent
red-orange in color.

4. All cones used for ramp closures during the hours of darkness
shall be fitted with retroreflective bands (or sleeves) as
specified In the specifications.

5. Portable delineators, placed at one-half the spacing indicated
for traffic cones, may be used instead of cones for daytime
ramp closures only.

6. At least one person shall be osswgned to provide full time
maintenance of traffic control devices, unless otherwise
directed by the Engineer.

7. The existing "EXIT" sign in the gore area shall be covered
during ramp closures.

Barricades, Min 3 per lane. See Note 2
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NOTES:

Unless otherwise specified in the special
provisions, all temporary warning signs

shall have black legend on orange background.

California code are designated by (CA).
Otherwise, Federal (MUTCD) codes are shown.
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TRAFFIC CONTROL SYSTEM
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